
EC-5800 Plus High Velocity Clear Coat

Characteristic : Double pack acrylic extra fast drying clear coat, easy application, good gloss, excellent color 
performance, with bright and hard film, suitable for fast repair of small-medium areas.

Substrates: 1K basecoat

Coats & Thickness

Flash-Off Time

2-3 coats, 40-60 um

No flash-off time

Surface Cleaning: Clean the dust and particles with tack cloth.

 Mixing Ratio
(Volume )

+Clear Coat Hardener

EC-5671

EC-5672

EC-5673

100 50 

EC-5800

EC-5800

EC-5800

<18℃

18-30℃

>30℃

Drying Time: 

Temperature

15℃

23℃

60℃

Dust Free

30 minutes

15 minutes

5 minutes

Dry to Polish

90 minutes

40 minutes

10 minutes

Re-coat : Wet sand and the affected area with P2000 sandpaper where there are 
particles or runs after thorough drying, then polish to solve the problem.

Spray Gun Set Up

RP     1.3mm           2.0-2.5 bar
HVLP 1.3mm        1.8-2.0 bar

Pot-Life at 23℃: The mixture should be used up within 1 hour

Application Viscosity: 16-18 seconds (DIN 4 Cups at 23°C)

Note:
1. Shelf Life: 2 years in original sealed can at cool and dry place at 5 35- ℃.
2. Packaging: 1L,4L.
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